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CHARACTERISTICS OF TURBULENCE IN A BOUNDARY LAYER
WITH ZERO PRESSURE GRADIENT'

By P. 8. KLEBANOFF

SUMMARY

The results of an experimental investigation of a turbulent
boundary layer with zerv pressure gradient are presented.
Measurements with the hot-wire anemometer were made of
turbulent enerqy and turbulent <hear stress, probability denxity
and flattening factor of u-fluctuation (fluctuation in r-direction),
spectra of turbulent enerqy and shear stress, and turbulent
dissipation.  The importance of the region near the wall and
the inadequacy of the coneept of local isotropy are demonxstrated.
Attention is given to the energy balance and the intermittent
character of the outer region of the boundary layer. Also
xeveral interesting features of the spectral distribution of the
turbulent motions are discusyed.

INTRODUCTION

The statistical theory of turbulenee introduced by Taylor
and elaborated upon by Kdarmidn, Howarth, and Dryden has
played an important role in providing a sound basis for the
study of turbulence. In the main, this advanee has been
confined to the domain of homogeneous and isotropic
turbulence. At present turbulent shear flows present diffi-
culties so formidable that statistical theories have made little
progress.  The older semiempirical and phenomenological
theories still constitute the most tangible theoretical methods.
1t is now generally believed that experiment should be ealled
upon whenever possible to furnish information on the actual
behavior on the grounds that such information is needed to
acquire an insight into the turbulence processes and to form
the basis for a sound theoretical approach.

Experimental investigations in shear flow have made
encouraging progress, largely because of the increasing num-
ber of statistical properties that may be measured by im-
proved hot-wire techniques.  Measurements have been
made in the jet, wake, two-dimensional channel, pipe, and
boundary laxver (e. g., refs. 1 to 8), These have shown that
the basic assumptions of the phenomenological theories are
ineonsistent with the experimental evidence as to the nature
of the turbulent motions. The work of Corrsin (ref. 1)
revealed the intermittent character of turbulent flow near a
free boundary. This was later studied in some detail by
Townsend (ref. 2) and is now recognized ns a phenomenon
associated with a sharp but irregular division between tur-
bulent and nonturbulent flow. The recent  theoretieal
contributions of Kolmogorofl (refs. 9 and 10), Heisenberg
(ref. 11), and others dealing with the concept of local iso-
tropy and the spectrum of turbulent energy have given added

impetus to experimental work in shear turbulence and have
encouraged the point of view that some of the properties of
isotropic turbulence may be applicable. The application
of isotropy to shear flow has been rather extensively studied
in wakes (ref. 3) and found 10 be useful, but its usefulness in
a boundary layer is still questionable, especially in the
region near the wall. At best, isotropy belongs 1o the final
or dissipation stage of shear turbulence and here can throw
little light on the mechanisms pertaining to shear flow,  Any
attempt to investigate the turbulence mechanism is ham-
pered by the lack of an experimental technique for measure-
ment of the pressure fluctuations. However, it is possible
to obtain information pertaining to the energy balance, the
study of which may be considered a proper approach to the
problem. An important step in this direction in the invest-
gation of the boundary laver was made by Townsend (ref. 6).
With respect to this point of view the present work attempts
to provide additional information, especially for the region
close to the wall, and to obtain a more direct measure of the
dissipation without relving completely on the coneept of loeal
isotropy.

Attention here is given to the boundary layer with zero
pressure gradient under conditions as favorable as practicable
for the use of hot-wire technique.  The method of obtaining
the boundary layer is deseribed in reference 8, and the present
work may be regarded as a continuation of the former work
in which use is now made of an artificially thickened layer as
a rescarch tool.  While there are many important features
of boundary-layer turbulence, the present investigation is
coneerned with three major phases: The itermitteney and
its effects at the free boundary, energy balance, and the
speetral distribution of turbulent energy and shear stress,
Sinee the boundary layer is a complex flow combining the
effeets of a free boundary on the one side and those of a solid
wall on the other, no one part of the layer could be de-
emphasized.  This makes it an interesting subjeet if not a
simple one.

The present investigation was condueted at the National
Bureau of Standards under the sponsorship and with the
financial assistance of the National Advisory Committee for
Aeronauties.  The author wishes to express his appreciation
to Dr. G. B. Schubauer for his active support and construe-
tive criticism and to acknowledge gratefully the assistance
of Miss Z. W, Dichl and Mr. T J. Kelly. He also wishes to
thank Dr. €', M. Tchen and Dr.J. Laufer for their interest
and stimulating discussions.
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RY skewness factor
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r, distance along surface from virtual origin of
boundary layer
N distance normal to surface measured from sur-
face
.
ye=t
v
: direction perpendicular to ry-plane
vy intermitteney factor
) boundary-layer thickness
3, houndarv-laver energy lhic-lmvs\‘
J“ [ 1[1— I ]:l:/
€ dissipation  of  turbulent  energy in isotropie
turbulence
c=(32678)"" |y 8)--0.78]
0 angle between velocity veetor and normal (o
wire
A longitudinal microseale
v Kinematie viscosity
P density of air
12 standard deviation
7, shearing stress at wall
X absolute constant
w; r-component of varticity

mean value

PROCEDURE AND RESULTS
EXPERIMENTAL ARKANGEMENT

The present investigation was conducted at the Nationa!
Bureau of Standards in the 4%-foot wind tunnel shown
figure 1. The turbulenee level of the tunnel was 0.02 per-
cent at 30 feet per second and 0.04 percent at 100 feet per
secotd.  The fow fevel of turbulence was abtained by damp-
ing sereens placed in the settling chamber. The boundary
Iayer was developed on a smooth, lat, aluminum plate 12
feet long, 4% feet wide, and 'y ineh thick with a symmetrieal
and pointed leading edge. The plate was mounted vertieally
and centrally in the test section of the tannel.

The scheme of artificially thickening of tarbulent bound-
ary layvers developed in reference S was applied here in order
1o realize the advantages of a thick boundary layer, namely.
the larger seales of mean and fluetnating tlow fields which
decrease etrors due to the finite size of the hot-wire probe
and the limited upper-frequency response of the equipment.
In addition, high Revnolds numbers arve afforded without
high speeds.  The thickening was achieved by covering the
first 2 feet of the plate with sand roughness consisting of
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No. 16 floor-sanding paper. At the working station 104
feet from the leading edge the boundary laver was 3 inches
thick. Al of the measurements were made at this posi-
tion. The free-stream speed was 50 feet per second.  The
elaborate tests deseribed in reference & showed that the
boundary laver was the fully developed, smooth-wall type,
having an apparent development length of 14.2 feet of smooth
surface. The corresponding length Reynolds number based
on values of r measured from the virtual origin was 4.2 10°,

In order to obtain a condition of zero pressure gradient
along the plate, the passage between the tunnel wall and
the plate was made sufficiently divergent to offset the na-
tural fall in pressure due to boundarv-layer growth. This
was accomplished by a flexible side wall which could be
positioned by serews threaded into the tunnel wall. The
final pressure distribution is shown in figure 2. From 2 feet
on downstream the pressure is seen to be constant on the
average with variations about Y% percent of ¢, about the
mean.  These variations were associated with the inherent
waviness of the surface and could not be removed by the
adjustable wall.

INSTRUMENT MOUNTING AND TRAVERSING

The positioning and moving of an instrument from point
to point was alwayvs done in the manner that best suited the
instrument and the purpose.  For example, the pressure
distribution along the plate was determined by means of
a statie tube mounted from a carringe that could he moved
and positioned by remote control.  Sinee all other types of
measurements were made at the 10.5-foot station, the various
measuring probes were supported on rods extending through
the plate to a micrometer-serew traversing deviee on the
opposite side. This provided adequate rigidity and negli-
agible interference and  permitted  movement by known
amounts to and from the surface.  Initial distanee from the
=urface was obtained by using a prism to refleet the images
of the surface and the probe on the ealibrmted seale of a
llli('l'nﬂ('npi'.

In special eases sueh as the measurements of the 12, and
K. correlations, small manually operated traversing units
that could be mounted to the rods were employed,  Tu all
cases adequate rigidity and freedom from interference rather
than convenicnee of operation dictated the arrangement.

MFEASUREMENT OF PRESSURE AND MEAN VELOCITY

Nickel tubing 0.04 inch in diameter and 0,003 ineh in wall
thickness was nsed for the impact and static-pressure tuhes,

)

o
e '8 '

Frovne 2. Pressure distribution along fat plate,

The static-pressure tube was made according to the con-
ventional design for such a tube, and the pressure distribu-
tion was measured by traversing longitadinally at o dis-
tance ¥ inch from the surface.  The impaet tube was flat-
tened at the end to form a rectangular opening 0.014 inch
wide and, together with a statie tube similar to that used
for the pressure distribution, was used to measure the mean-
velocity  distribution.  Veloeity  distributions  were
measured at 10 inches above and below the center line,
These agreed well with the distribution at the center line
and thus confirmed the two-dimensional nature of the flow,
No correction was made for the effeet of turbulenee on the
measured values nor for the effective geometrie center of the
impact tube.

Close to the wall, 0< y< 0.05 inch, the mean veloeity was
measured with a hot-wire,  Platinum wire 0.0003 inch in
diameter and approximately % inch long was used and
operated at low-temperature loadings v order to minimize
the influenee of the wall on the heat-loss charneteristios of
the wire. A corvection was made for the effeet of the turbu-
lenee tevel on the measured hot-wire values,

also

This was done
by a graphieal method using the mean-velocity -voliage eali-
bration curve and the measured root mean square of the
voltage fluctuations.  The veloeity was
higher than the observed, with a maximum correction of
about 10 pereent. The hot-wire values were in good agree-
ment with the pitot-static-tube values.

The veloeity distribation is shown in figure 3.

corrected  mean

The dashed
hine denoting the veloeity gradient at the wall wax computed
from the shear at the wall and 1= in satizfactory agreement
with the measured values,
TURBULENCE INTENSITIES AND SHEARING STRESS

The hot-wire cquipment used is deseribed in detail in
reference 120 The frequency response of the uncompensated
amplifier was flat from 2 1o 30000 cxveles and was down 17
pereent at 70,000 eveles. X number of cutoff filters were
provided to cut ont frequencies above the range nesded jna
particular  measurement <o that
climinated,

noi<e was
By thiz expedient the input noise level was held
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down to the order of 2 to 4 microvolts. Compensation for
the time lag of the wire was determined by the square-wave
method and was accomplished by a resistance-capacitance
network in the amplifier. Platinum and platinum-rhodium
(90 percent platinum and 10 percent rhodium) wires 0.0001
inch in diameter and ¥ millimeter long having a time constant
of approximately 0.25 millisecond were generally used. In
cases where the signal-to-noise level presented some difficulty,
0.00005-inch-diameter wire was used. This was wire drawn
by the Wollaston process and the method of attaching the
wire was to etch away the silver and to soft-solder the wire
to the supporting prongs. Fine sewing needles were used as
the prongs for the u-holder and fine jeweler’s broaches were
used as prongs for the X-wires. No wire-length corrections
were applied to any of the data. The method of measuring
the turbulence intensities u’, ¢, and w’ is described in refer-
ence 13.  The «’, ¢/, and » distributions are shown in figure
4. The value of u’ was obtained as close to the wall as 0.004
inch, but because of the comparatively larger size of the
probes necessary for the measurement of v and w’ it was
not possible to measure these closer than about 0.045 inch.
The extrapolated values of * and w’ were obtained by com-
paring the boundary-layer values with those obtained in a
pipe (ref. 5) on a basis of {7, against y*. Good agreement
existed within the measured range and consequently the pipe
data which contained values corresponding to distances closer
to the wall (because of the lower Reynolds number) were used
as a basis for extrapolation.

The measurement of w7 was made by the conventional
X-wire method deseribed in reference 13, Use was made of
the experimental data for the angle response found by
Newman and Leary (ref. 14), namely, (cos )" %" rather than
the customary (cos 8)? where 8 is the angle between the
velocity vector and the normal to the wire.  The signals to
be dealt with are ¢, and ¢ produced by the u- and r-com-
ponents, respectively.  In principle, one wire of an X-wire
probe contributes the output (¢, %+ ¢,)° and the other con-
tributes (e,—¢y)%.  The difference between these two outputs

0 ; R
[ u ; P
| “u |7 |
| .
08 v 1
| A7 ‘
o X
06 -- 4 Y -
ey :
U0 U
M -
T 025
074
!
y— 1 ‘ .
o 2 4q 6 y 8 10 12 X}
)

Fravue 4. Distribution of turbalence intensities,

gives €6, from which @r may be caleulated by employing
the experimentally determined factors of proportionality.

The results are shown in figure 5. Since the viscous shear-
ing stress reached only 2 percent of the total at the point
nearest the wall, the turbulent shearing stress @7 shows the
characteristies of the total. 1t approaches the wall with
zero slope as it must when the pressure gradient is zero and
is in excellent agreement with the value at the wall ealeulated
by the method of Squire and Young (ref. 15).

SPECTRA OF @, ¥, AND uv

The mean-square values of the u-fluctuation between fre-
quencies n and at+dn were obtained by feeding the signal
from the compensated amplifier into a General Radio wave
analyzer having a frequeney range from 10 to 16,000 eps and
a fixed band pass.  The signal from the analyzer was then
fed into a thermocouple eireuit for measuring the mean-
square output. In reading the output, averages were taken
for a period of 1 minute. The mean-square voltage asso-
ciated with the hot-wire signal passed by the band was oh-
tained by feeding in a known sine-wave input at the proper
frequency to give the same output reading.  The mean-
square voltage per unit frequeney was then obtained by
dividing by the effective band widith. The effeetive band
width had a value of 536 ¢ps and was defined as the ree-
tangular band width having the same area as the experi-
mentally determined band shape.  The results presented in
figures 6 and 7 are normalized and

J S E ok,

and the wave number &, is given by

e ".’11’//
1 [ .
Over most of the range the aceuraey was on the order of
4+ 10 percent.  The accuraey is <omewhat less at the two

005 o T T 10
I | T ; ':

i
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Frovre 5. Distribution of turbulent shearing stres< and ~hear
correlation coetficiean
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extremes beenuse of Iarge-amplitnde fluctuations ot low  of #¥ served as a cheek and was in good agreement with that

frequencies and beenuse of low signal-to-noise ratio at the
high frequencies, The error due to finite length of wire
inereases as the seale of the turbulent motions deereases and
becomes significant at the higher wave numbers,  However,
beenuse of the lesser aceurney of measurement in this range
no wire-length corrections were applied.  The overall value

calenlated from the spectram.,

The sume stgnals as those involved in the measurement of
the overall turbulenee <hear were passed throngh the same an-
alyvzer to obtain the speetra of 77 shown in figure S0 Values
below 10 7 should be taken with some reservation sinee they
involve the small differences of two nearly equal signals,
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Fiovre So—Speetra of turbulent shear stress,

The speetra of 2 shown in figures 9 and 10 were caleulated
from the data taken during the measurements of the shear
speetra. This method, in prineiple, is perhaps not so aceu-
rate as a direct measurement of the rspectea, but a cheek on
the relinhility of the measurement was afforded by comparing
the w-speetra ealenlated from the same data with that di-
rectly measured, and in general the agreement was good.

The data for the shear and 7 speetra are not normalized
so that

1 wr

IARA R S (k) dby 1

and

AHTRIN 54 2

] otk dk,

PROBABILITY DISTRIRUTION, SKEWNESS, AND FLATTENING FACTOR OF
w-FLUCTUATIONS

The distribution of amplitude of w-fluctnations was de-
termined by passing the voltage signal throueh a conven
tional gate cireuit which conducted when the signal was
above the level of the gate, The signal was preamplified <o
that the gate width could be considered neglible with respect
to the root-mean-square value of the signal and the pulses
produced by the gate were a series of square waves of con-
stant amplitude of varving duration dependent on the time
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the signal was ahove thegate, The percent of the time that the
signal was above the gate with the gate set at different levels
gave an integral curve from which the probability density
P'oo was determined by graphical differentiation where
PGy o is dlefined as the fraction of the total time the fluctua-
tion spends between w and w4 du. A coumting procedure
similar to that deseribed in reference 16 was found to offer

the best means of measorement and avernging. Brefly
stated, by means of a coineidence circuit the pulse from the
gate permtitted passage of a 100,000-¢ps signal for the dura-
tion of the pulse and the resultant signal was then counted
by means of an eleetronie counter.  The ratio of the number
of counts 1o the total number of eveles during a specified
time gave the desired fraction. The counting  interval
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varied with the level of the gate and ranged from 1 minute
nt the S0-pereent position to 5 minutes at the edge where the
pulses were short and infrequent.,

The midpoint was defined as the position about which the
average signal was zero and is obtained from the first moment
of the probability distribution, which by definition is

" f ul’(uydu O

The distributions of the probability density at various
positions across the boundary Inver are shown in figure 11
and are expressed in values of u relative to w’, so that

J i

‘ At most of the positions the distributions closed in rather
- well and permitted the caleulation with reasonable accuraey
of the skewness and flattening factors, where

and

[ ' W (uy du

Soenn 402
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At 8- 08 and y/8=-1.0 the limbs of the curves were uncer-
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tain, and no attempt was made to calculate the higher
moments at these positions. The flattening factor was also
measured directly. Since this involves the nondimensional
ratio of the same voltage signal, that is,

& u
_(;} 2_(?2

it was not necessary to calibrate the hot-wire, but the cor-
rection for the difference in gain involved in the processing
of the divided signals had to be determined by calibrating
with a known sine-wave input. The fourth power was
measured by feeding the signal from the compensated ampli-
fier into an instantaneous squaring circuit, which consisted
of n series of diodes properly biased to give the square of the
input (ref. 12), and then squaring again with a thermocouple.
The distribution of flattening factors across the boundary
layer measured in this manner is given in figure 12.
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Fiaure 11, -Distributions of probability density.
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Fioure 12,—Distribution of flattening factor.

REPORT 1247—NATIONAL ADVISORY COMMITTEE FOR AERONAUTICS

It is seen from figure 11 that from y/6=0.4 to the wall the
usual safety factor of three times the root-mean-square value
for determining the operating point of the equipment is quite
satisfactory. In the outer region of the layer, at y:é- 0.5,
this factor is exceeded in the direction of negative values of u.
Here measurements were taken at varving gain-control
settings to make sure that the cquipment was not

overloading.
MEASUREMENT OF DERIVATIVES

The usefulness of the concept of local isotropy lies in the
hope that the rate of turbulent-energy dissipation in shear
flow can be given in terms of the dissipation expression for
isotropic turbulence. This would simplify the experimental
procedure by requiring only the measurement of the mean-
square derivative of the u-fluctuation with respect to r.
A fuller discussion as to the adaptability of the conecept of
local isotropy is given in the section entitled “Energy
Balance,” but it may be stated that the use of the isotropic
relation in determining the dissipation is inadequate.
especially in the region near the wall. It thus hecomes
necessary to measure all of the following nine mean-square
derivativesappearing in the dissipation term of the turbulence
energy equation

(5 +(3) +(3) +(5y) +(32) +

Ory  Ory 0w 0wy
(5{/) +(b:) +(()y ) +( o )
In the present investigation, beenuse of the practical
limitations of hot-wire techmgues it was possible to measure
only the first five of the above terms.  The first three were
evaluated by taking the time derivative of the signal by
means of a resistance-capacitance network and obtaining the
mean-square value with a thermocouple and meter.  The
practical use of a differentiating circuit involves a compromise
between attenuation and the extent of lincar response with
frequency. In the present measurements the differentintion
was linear to 10,000 cps and was down 12 pereent from
linearity at 16,000 eps. This was considered adequate for
the frequencies under investigation since no significant change
in the measured values was obtained by varyving the cut-off
filters in the amplifier. The time derivative was converted
to the space derivative by assuming the accuracy of the
space-time transformation

611)2_ 1 (bu :
or/ [\ ot
The remaining two terms were obtainet by meas.:ring the

correlation cocfficients R, and £, for a small distance of y
and ¢ and using the relations given by Taylor (ref. 17)

_uuy+y) _ 1 ouy o,
l_u’(y)u’(y+.u')~I 20 y) )
y' -0
and
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The correlation coeflicients were measured by the methad
described in reference 18 for varving distances of y* and
ranging from 0.004 to 0.04 inch.

The distributions of the various derivatives across the
boundary layer are given in figures 13 and 14.

An attempt to assess the validity of the space-time trans-
formation was made at y/6=0.05. In figure 15, the longi-
tudinal correlation coefficient K; obtained by mcasuring the
correlation bhetween values of u at the same instant for
varying distances in the r-direction is compared with that
calculated from the spectrum using the Fourier transform
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Frouae 14.—Distribution of dissipation derivatives away from wall.
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The latter gives the spatial correlation from a time correla-
tion using the space-time relation.  The microseale N, ealey-
lated from the speetrum is defined by

| O RS
~3=.J ki E, ) iy
it =y T}

It is seen that for values of £ less than 0.2 ineh the two are
in good agreement.  Thev vield the same microscale, and the
space-time transformation is apparently valid for the small-
scale motions responsible for the dissipation.  For large
values of x’ the two begin to diverge and the space-time
relation becomes progressively worse for the larger scale
motions. At »'=04 inch the mujor contribution 1o the
correlation comes from those wave numbers below 1.3 per
centimeter. 1t seems therefore that the adequacy of the
space-time transformation depends on wave number and
gives rise to the interesting speculntion that the large-seale
motions have their own characteristic velocities different
from the mean speed.  Still closer to the wall, the space-time
assumption does not hecome a serious obstacle to the caleyly-
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tion of the dissipation since the magnitude is given mainly by
derivatives in the y- and z-directions.

Although no wire-length corrections were applied to any of
the data, it should be mentioned that an estimate of the

V7N
correction was made for (g—;) at y/8=0.005 by the method

given in reference 19, [t was approximately 10 percent and
consequently  wire-length corrections may be considered
negligible across most of the boundary layer.

DISCUSSION
INTERMITTENCY ?

In shear flows that have a free boundary, it has been re-
peatedly observed that as the free stream is approached the
turbulence becomes intermittent, that is, that for only a
fraction ¥ of the time is the flow turbulent. This on-and-off
character of the turbulence has been definitely established as
being a manifestation of the irregular outline of the boundary
laver as it moves downstream. The intermittency is easily
observed by oxcilloscope records of the u-fluctuation in the
outer region of the boundary layer, and the records can be
used to give a quantitative estimate of the factor y and to
discern some qualitative aspects of the flow. Representative
seetions of ovseilloscope records taken at various positions
across the boundary layer are given in fgure 16, It is seen
that in the outer region of the layer y:62>0.4 there are inter-
vals of time when the flow is not turbulent and that this time
increases with inereasing distance from the wall.  Thus, the
outer regime is divided into a turbulent part and a relatively
nonturbulent free-stream part, and the hot-wire at a given
position responds to alternate turbulent and nonturbulent
flows as the pattern is swept downstream. A vorticity meter
tref. 203 which responds to the vorticity that exists only in
the turbulent region and suppresses the low-frequency
fluctuation was used to obtain a sharper division between the
turbulent and nonturbulent regions,  Typical samples of the
vorticity trace w; at different positions across the boundary
layer are shown in figure 17.

T Measurements by Corrsin and Kistler (ref. 210 show that the intermittent region in
« boundary layer over s rough wall has the same general behavior.

. . ‘.‘J&. I
Frauvre 16. - Turbulence velocity u in boundary layer,
per second; timing dots, 60 per second.

', 50 feet

The ftirst measurements of the intermittency factor v were
those obtained by Townsend (ref. 3), where v is taken as the
ratio of the flattening factor (of u or du/dh in the wholly
turbulent region to that in the intermittent region.  From
figure 12, it is seen that the flattening factors in the region
near the wall y/6< 0.4 are quite constant with a value cor-
responding closely to the Gaussian value of 3.0. By con-
sidering the intermittency as an on-off process the value of
v is given by

The intermittencies ealculated in this manner together with
those caleulated from the oscilloscope records of the u-flue-
tuation and the vorticity are given in figure 18, Values of
v obtained from the flattening factor are consistent with
those obtained from the film only up to y3=0.9.  As seen
in figure 12, the flattening factors reach a maximum and then
begin to decrease, This is not too surprising beeause for
low values of 4 the turbulence of the free stream would he
expected to make itself felt.  The result is probably a weight-
ing of the probability density for the turbulence of the free
stream with that within the boundary, which depends on
the relative turbulence levels and the degree of intermitteney.
The curve in tigure 18, which closely represents the variation
of v with y/3, is a Gaussian integral curve given by

1 .
T=4 (1—erf &)

where

and

The standard deviation ¢ is
o=0.146

Such a distribution indicates that the instantancous posi-
tion of the edge of the boundary layer has a random character

_Wﬁ " a8 PO 0 il ¥, O g P PN * ‘

- . . .

Ficure 17.—~Turbulence velocity w, in boundary layer. 7, 50 feet

per second; timing dots, G0 per second.
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with & mean position at ¥/6=0.78. The edge rarcly extends
outside the region y/6=0.4 to 1.2. While the position of
the edge fluctuates over a large fraction of 8, the mean veloc-
ity is near that of the free stream, being down by at most
about 15 percent. )

Several interesting features can be gleaned from careful
study of the oscilloscope records. Although it may be diffi-
cult to sce from the short sections given in figure 16, it was
noticed that in the strongly intermittent region, for example
at y/6=0.8, the trace had somewhat of a square-wave appear-

ance. Increasing velocities are in the direction of the timing
signal. The nonturbulent regions seem to be at a constant

level corresponding to that of the free stream, while the
turbulent regions are seen to be centered about some lower
level. The difference between the velocity of the outside
potential flow and that existing in the turbulent region
scemed to depend on how far past the measuring position
the instantaneous edge of the layer extended at the particular
instant. At y/3=1.0 and 1.2 there is very little evidence of
the shift because the edge does not extend to any great dis-
tance bevond these positions. There is then a step as well
as the on-off process which was assumed 1n the calculation
of v from the flattening factor. The agreement with the
values obtained from the film is probably due to the lack of
sensitivity of the flattening factor to this shift. However.
the skewness factor can be expeeted to be extremely sensitive.

A sketeh of the boundary layer is given in figure 19.  The
boundary between the turbulent flow and the free stream is
quite sharp. and the properties of the shear layer are com-
paratively distinet from those in the free stream. The
boundary layver travels downstream with an outline con-
stantly changing in an irregular manner, and the intermit-
teney is characterized by a large-scale diffusion process,
carrving with it small-scale turbulent motions. From the
film taken at y/6=0.8 it was also noticed that the average
frequency of the occeurrence of periods of no turbulence
seemed to be approximately 100 per seeond, and, sinee the
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Fioune 18,—Distribution of intermittency factor.

pattern is moving with nearly the free-stream speed of 50
feet per second, a rough estimate of the average wave length
for the irregular outline of the boundary layer would appear
to be approximately 26 or 140.

The effeet of the intermitteney on the probability density
is clearly seen from figure 11. In the nonintermittent
region the distributions are very nearly Gaussian and the
values of skewness and flattening factor caleulated from 1he
measured probabilities are given in the following table:

1 i Foo S

— PR N |
o000 1 26 .09
05 2,75 — N
2 2,62 —. 08
319 -

-4 1

Calculations of the higher moments of the probahilicy
densities from the distributions tend to be inacceurate because
of their emphasis on the higher values of v, However, the
values of flattening factor agree fairly well with the diveetly
measured values.  Values of skewness should be taken with
some reservation because they are extremely sensitive to the
accuracy of the midpoint.  Also in the region near the wall
where turbulent fluctuations are large the nonlinear response
of the hot-wire tends to skew the signal. At yé- 0.8 the
probability density is very strongly negatively skewed
beeause of the lower velocities within the turbulent regions.
At the same time the large percent of time that the nontur-
bulent regions exist causes the maximum 1o be displaced to
the positive sideof the midpoint.  Thedistribution at y6=1.0
has a flattening in qualitative agreement with the trend of the
flattening factor to reach a maximum and then to decrease.
The distributions of skewness show the same general trend.
The maximum of the probability distribution for = 1.0 is
displaced slightly to the left of v=0, and it is uncertain
whether this is experimental or a consequence of the weighting
effect previously mentioned in conneetion with the flattening
factor.

By assuming that the free-stream regions contribute little
to the measured mean-turbulenee quantities, an allowance
may be made for the effect of intermitteney by dividing by
the factor v. The distributions of turbulent energy and
shear stress divided by ¥ are given in figure 20, The dis-
tribution of turbulent energy within the bounded flow s
strikingly similae to that for channel and pipe flow (refs, 4
and 5) as is the distribution of turbulent shear stress which
is approximately lincar from y/8=0.1 to y'3- 1.0,

Intermitteney is, of course, absent from fully developed

toundary between loye:
ond free stream

Thickness, § -
.Mean position of boundary a2\ £ Velocdy
= (0788) o Y -
) -
‘:‘j‘:; ...

Frovre 19,

Sketeh of Loundary layer.
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turbulent flow in pipes and channels because there is no free
stream. It is well-known that the mean velocity for pipe
and channel does not deviate as much from the logarithmic
distribution as does that of the boundary layer, and a major
factor in this discrepancy is the intermittency. The in-
fluence of the intermittency on the mean velocity distribu-
tion is difficult to ascertain, being in the nature of a com-
plex time-averaging problem. Although something may be
done in a semiempirical fashion by introducing 7 into the
mixing-length theories, it contributes little to the bsiBe
understanding of the problem. In figure 21 the measured
mean velocity is plotted in the form suggested by the veloc-
itv-defect law, and it is seen that the characteristic loga-
rithmic law exists only in a limited range from about y/é=
0.01 to y/6=0.2. The direet viscous dissipation (fig. 22) is
negligible at /6=0.01. This corresponds to a value of y*=
27.6, which is in good agreement with the usually observed
value of 30 for pipe and channel.  An interesting point to
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F1aere 20. —Turbulent shear stress and turbulent energy divided by 4.
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Froure 21.--Comparison of measured mean veloeity distribution with
velocity-defect law.
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note is that in the range of y/6=0.1 t0o y/6=0.8 the ratio of
shear stress to turbulent energy is approximately constant,
as is also evidenced by the constaney of the shear correla-
tion coefficient in figure 5. This would tend to indicate
some degree of “Kirméin similarity™ existing in the range
where the distribution deviates from the logarithmic law,
In addition, Kdrmdn similarity requires that the large-seale
motions responsible for the shear stress be free from the of-
fects of viscosity, which, as will be seen in the section on
speetra, is much more justified in the region where the
logarithmie law is not obeyved than in the region where it is
obeved. Although any correction for the effect of intermit-
teney is in the direction of minimizing this deviation, it is
pointed out that the mean-velocity distributions for pipe
and channel also deviate in this region. It is difficult to
attach any particular significance to the logarithmic law
which exists for so limited a range of the boundary laver.
except that it is a region where the direct influence of the
wall may still be present. It is not apparent that a degree
of validity can be assigned to it on the basis of the various
forms of the mixing-length theory. With respect to the
mean velocity, the boundary laver can be divided into three
regions, namely, a viscous region extending to a value of
y*=30, an intermediate region where the influence of the
wall still exists, and an outer region characterized by
intermittency,
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Frevre 22, Comparison of direct viscous dissipation with production
of turbulent energy near wall.
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ENERGY BALANCE

After the usual boundary-layer approximations are made,
the equation expressing the energy balance for the turbulence
at a given cross section in a two-dimensional boundary laver
is given by

Trab{/’ 5 i (u v-{—n"‘—}—rw’)+—~(17)+ U —(u2+z"+'u")+

1) V-b% B+ 7+ w?) — v (Vi + oV + wVPw) =0

The respective terms from left to right have the following
physical interpretation:

(1) Production of turbulent energy from the mean motion

(2) Turbulent energy diffusion

(3) Pressure diffusion

(4) Conveetion of turbulent energy by the r-component of
the mean motion

(3) Convection of turbulent energy by the y-component of
the mean motion

(6) Dissipation of turbulent energy !

As discussed by Corrsin in reference 22 the viscous term
in the energy-balance equation is not in a strict sense the
true dissipation term. However, sinece for most of the
boundary laver except for the region close to the wall, as well
as in the integral across the boundary laver, it refleets the
true dissipation, it is herein referred to as the dissipation
term,

The convection of turbulent energy is negligible near the
wall and i= significant only in the outer region of the laver
where similarity on the seale of 8 has been experimentally |
observed.  Consequently, by using the continuity relation |

o ov_,
or oy
and
docry s

the convection terms can be transformed into the single term
which may be written in the nondimensional form

4 5 (il d u’+l'—"+"_-”)
Lo [ 1] ("

where r, is the distance from the virtual origin of the bound-
ary layver. The dissipation term is not in a form that lends
itself to measurement by hot-wire techniques.  However, it
can be rewritten in the following more suitable form:

i () [+ Gy +(3) +
S+ G+ +(G)+(30) ]

All of the pertinent terms in the cnergy balance can be
calculated from the measurements previously discussed ex-

cept the diffusion terms which are treated as one and obtained
by balancing the equation.  The distributions of the various
energy terms are given in figures 23, 24, and 25 in nondimen-
sional form using 8 and ;. The turbulent shear stress in
the region 0<y/6<C0.05 was obtained by subtracting the
viscous shear (caleulated from the mean-velocity
gradient) from the constant value of total shear stress as
given by the shear at the wall.  The second derivative term
is importantonly in the region near the wall.  Its ealeulation
is quite uncertain and is given mainly to show its order of
magnitude.  The finite intercept at the wall is a consequence
of the arbitrary linear extrapolation of the turbulence inten-
sity to zero.  The disstpation term is the most difficult to
determine beeause of the importance of the region near the
wall.  The application of the coneept of local isotropy is
strongly conditioned by the local similarity of the eddies
responsible for the dissipation, the verifieation of which is
dependent on the dissipation derivatives obeving the iso-
tropie relation:
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Frovee 23, Production and dissipation in region near wall.
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From figures 13 and 14 it is seen that only in the outer

region of the boundary layer, y/6>>0.7, is this condition satis-
fied and that the derivatives become increasingly divergent

. , ou\? ou\?
as the wall is approached. The terms (w) and (35) are

AN
equal across the layver, and at y/6=0.005 their ratio to (g%)

is 10 times that given by isotropy. This illustrates the very
small scale nature of the turbulent motions in the transverse
directions as compared with the longitudinal in the region
close to the wall. The inadequacy of local isotropy is strik-
ingly seen from the overall energy balance obtained by inte-
grating the energy equation across the boundary layer. The
integrals of the diffusion terms and the second-derivative
term are each zero, and the total production is balanced by
the total dissipation plus the total conveetion. Using the

. . . ou\? Co
isotropic relation 150 5;) for the rate of dissipation of

turbulent energy, the result is out of balance, with the dissi-
pation being too low by a factor of 2.1, Henee, in order to
obtain an accurate measure of the dissipation, it is necessary
to measure all nine derivatives,  Since it was possible to
measure only the first five, the remaining four were obtained
by the arbitrary assumption that derivatives with respect to
y and > are given by the isotropie relations

(50) 2(5) ~(5y)

( on ) or ) ow )"
This considerably improved the total energy balance. As

seen from figure 23, the dissipation calculated in this manner
was obtained as close to the wall as y/5=0.005, and if it is
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Frouae 25.--Diffusion and convection.

assumed in order to elose in the dissipation curve that the
dissipation is equal to the production in the region 0< y 6.
0.01, the disparity is 15 percent. This can represent a sig-
nificant difference in the point-to-point balance as manifested
by the diffusion term. When the diffusion term is compared
with that obtained by Townsend (ref. 6), the same general
trend is observed although there is a considerable difference
in magnitude. The necessary balance cannot be achieved
by the gain in encrgy due to diffusion in the region y 606
unless it is extrapolated to an unreasonablyv long distance,
Consequently the eonclusion is that the turbulent-energy
dissipation is greater than the production in a verv thin
region next to the wall in order to provide the dissipation
needed.  This means a diffusion of energy toward the wall
Townsend's values for the kinetic-energy-diffusion  term
require 8 movement of kenetie energy awayv from the wall.
Therefore, if energy goes toward the wall it must be due to
the action of pressure forces (pressure diffusion:.  This
intense dissipative region for the turbulence apparvently
coineides with the viscous region for the mean flow, The
magnitude of the diffusion term illustrates the weakness of
the mixing-length theory which has the implicit assumption
that what is locally produced is locally dissipated,

This flow of energy against the energy gradient i~ eather
surprising and contrary to what isx intuitively  expeeted.
It does not seem possible that such o result could be brought
about incorrectly by the questionable assumption made
regarding those dissipation derivatives that could not he
measured.  Neither does it seem reasonable that
derivatives ean be distributed in sueh a8 manner as to make
the production equal to the dissipation at all points across
the laver. However, it is felt that the situation is compli-
cated by the phenomenon of intermitteney and it would be
helpful to have a fuller understanding of the role that it
plavs,

The energy balance for the mean motion is conveniently
expressed in terms of the energy thickness 8, such that

25 (M _..4”' l”
- J" [u: r/]/ )]«I(ué) B Y
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NSimilarity of the mean veloeity distribution permits treating
the integral in the expression for 8, as a constant.  If 8 is
given hy

these
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Squation (1) states that part of the loss of kinetie energy
of the mean motion goes directly into heat through the
action of viscosity and the remainder goes into the production
of turbulent energy. The energy balance was found to bhe
satisfied to within a fow percent and served as a welcome
check on the accuraecy of the measurements.  The production

then




CHARACTERISTICS OF TURBULENCE IN A BOUNDARY LAYER WITH ZERO PRESSURE GRADIENT 17

of turbulent energy and the viscous dissipation are compared |
for the region near the wall in figure 22, This emphasizes

the importance of the region near the wall.  In fact, almost

40 percent of the loss in kinetic energy of the motion ise
direetly dissipated by viscosity in the region 0<y*< 30, and

of the remaining 60 pereent which is converted into turbulent

energy 30 pereent is produced in the same region.  Thus, if
the conclusion drawn from the turbulent-energy balance is

correct, 85 percent of the total dissipation (viscous and

turbulent) takes place in y*<30.

ENERGY AND SHEAR-STRESS SPECTRA

It is possible to gain some further insight into shear flow
by examining the speetral distributions of turbulent energy
and shear stress. A significant advance in dealing with the
energy spectrum has been made in the domain of homo-
geneous and isotropic turbulence (refs, 9 and 10). The
basic coneept underlying this advance is that energy enters
the spectrum through the large eddies and is then trans-
ferred through the spectrum to the smaller eddies where it
is finally dissipated.  If the lower wave numbers are excluded
there exists a range in which the eddies are in a state of
equilibrium. governed by the rate at which they transfer
and dissipate energy. When the Reynolds number is high
enough, inertial forees will predominate in the lower wave
numbers of this equilibrium range, and a relatively pure
transfer region will exist. By dimensional reasoning it can
be shown that the speetrum will vary as k7% in this range.
Heisenberg (ref. 11) extended this concept by assuming
that the transfer of energy at wave number & was caused
by a turbulence friction produced by cddies with wave
number greater than & He represented the energy balance
in the equilibrium range for homogencous and isotropic
turbulence as

T E& ' ¥ ¢ NI AT X ’
w[wx J \/ (Af,,):,’ dk ] f QRPERD AR (2) |

The second term within the brackets represents a turbulent
viseosity and x is an absolute constant. The solution of
this equation gives the spectrum in the following form

N L

where k, is a wave number in the intermediate range given by

ay2 N\ 1/4
. 3x e)

TS

For low wave numbers Fo(k) varies as k=57, and for the high-
wave-number end where viscous forces predominate, as k-7,

Although equation (2) involves an assumed mechanism
that may not entirely represent the facts, it scems to he a
reasonably good approximation. Where the Reynolds
number is sufficiently high, there is evidence of a £~*? range
and a transition to higher negative powers approaching —7
a8 k increases. There is some doubt as to whether —7 is
the correct value in the limit. The concept embodied in
equation (2) provides a rational basis for an approach to

the problem of shear turbulence.  However, the extension
to shear flow is complicated by the presence of such factors
as production, diffusion, convection, and the absence of
isotropy  and homogeneity.  Any  conclusions as to the
effects of the diffusion and conveetion are diflicult 1o draw.
It may be assumed that such effeets are confined 1o the
very low wave numbers which lie outside the equilibrium
range. In addition, the conveetion may be considered
negligible across most of the layver.  An attempt 10 assess
the influenee of the production term in the equilibrium
range of the spectrum was made by Fehen (ref. 233, By
considering the influence of the mean velocity gradient the
conclusion is reached that a range of 277 will exist in the
wave-number region where &73% normally exists when there
1s no gradient.

An experimental test of theoretieal predictions is rendered
difficult by the fact that only the one-dimensional spectrum
cani be measured.  In isotropic turbulence this is not too
restrictive a factor because the transformation from the
three-dimensional spectral funetion such as appears in
equation (3) to the onc-dimensional speetral funetion is
known (ref. 11). In shear flow this relation is not known,
and one has to be content with the qualitative inference that
in some unknown manner the one-dimensional spectrum is
still an integral effeet of the three-dimensional.  Despite the
aforementioned complications the measured spectra are of
interest, and several interesting features can be noted.

The spectra of u? at various cross-sectional positions are
given in figures 6 and 7. The trend, in going toward the
surface, is for the higher wave numbers to have a greater
percentage of the turbulent energy.  This is in accord with
the trend of the shear-stress spectra (fig. 8) also to extend to
higher and higher wave numbers as the wall is approached.
1t is noted that nearly all of the turbulent energy lies within
the stress-producing range.  The spectrum of shear stress at
¥/6==0.2 shows an increase over that at y 8= 0,05 in the lower
wave numbers,  This may be indicative of the influence of
the wall becoming negligible at y'8=0.2. For y 6202 the
decrease in shear stress aeross the boundary laver takes place
for the entire spectral range.  All of the energy speetra
indieate the existence of a region varving as ;77 at the high-
number end, but because of the lesser acceuraey of the meas-
urements in this range no direet comparison has been made.
In the outer region of the laver at y 8= 0.58 and 0.8 there is
an extensive region where the speetrum of W varies as k700
corresponding to the inertial subrange.  The effect of inter-
mitteney in this region is diflicult to ascertain exeept to say
that it may be confined to the low-wave-number end of the
spectrum.  Also the maximum in the speetrom at y 6= 1.0 is
apparently a consequence of intermittency.  There is n
gradual transition in the shape of the spectrum from yié= 0.58
to ¥/6=0.05 where there is & wave-number range with the
slope k™! as predicted by Tehen,  The small-scale nature of
the turbulence near the wall is shown by the speetrum of ?
at y/6=0,0011. The dip in the spectrum at the low-wave-
number end as indicated by the dashed curve may be due to
experimental error,  However, it was repeatable and atten-
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Frovre 26.-- Second moment of w2 spectra.

tion is drawn to it because it may be a result of some charac-
teristic phenomenon associated with the laminar sublayer.

Empirically, the isotropic relation for the dissipation is in
fair agreement with that given in figure 24 from y:8+0.05 to
1.0, By assuming that the second moments of the speetra
tfig. 26) ave a fair representation of the total dissipation, it
is seen that in going toward the wall the shear penetrates
deeper and deeper into the dissipation speetrum.  For
example, at y'8=0.58 the wave-number range up to where

1
177
cent of the dissipation, At y;6=-0.05 this figure is 30 percent.
It is reasonable to expeet this trend to continue, with the
result that very close to the wall the turbulence produced is
direetly dissipated and there is no signifieant transfer of
energy along the spectrum.  This conelusion is consistent
with the small-seale turbulence near the wall and the rapidty
decreasing speetrum at yis=0.0011,

The shear spectrum is a direct test of local isotropy, and
it is evident that the range of wave numbers for which local
wotropy exists becomes progressively smaller as the wall is
approached.  The transfer range, as evidenced by k7%, has
not yet become loeally isotropie sinee the shear speetra
approach zero at some higher wave number.  However, the
energy speetrum is apparently insensitive to the small amount
of shear stress which does exist.  In figures 9 and 10 the

fa(ky) has fallen to 107* contains approximately 10 per-

measured spectra of # at y/6--0.05 and 0.58 are compared

with those caleulated from the measured % speetra using the
isotropic relation
(k) Ky o
.f'(kl)__‘fu l)_ \

2 2 ik, Julk)

which, strietly speaking. is valid only for the range of local
isotropy. 1t is seen that the measured # <peetra agree with
the caleulated at the higher wave numbers. This is con-
sistent with the range of local isotropy indicated by the
speetra of shear. and the difference between the overall o
and  ix confined 10 the lower wave numbers.

From the turbulent-cnergy equations for the individual
velocity components it is seen that the terms responsible for
the exchange of energy among the various components are

the pr ure terms p " ) ’ wnd p "
Fpressure terms p, 1 Py § i '
¢ Pre ¢ e I . b1 ”, [}y -

of such transfer is unknown but a reasonable speculation

The speetral range

O .
would be that the pressure term p, responsible for the

oy
transfer of cnergy to & exists in the same wave-number
range as the shear-stress speetea. There s little evidenee
in the measured # speetrum of a range of &, 7% % as observed
for the speetrum of ¥ This may be a consequence of the
spectral distribution of the pressure term being differem
from that of the shear stress with a weighting more to the
higher wave number end of this range.

CONCLUSIONS

The following conclusions were obtained from an investi-
gation of characteristies of turbulenee in a boundary layer
with zero pressure gradient.  Here y is the distanee normal
to the surface measured from the surface, y* is y tmes the
square root of the shearing stress at the wall divided by the
density of air over the kinematie viscosity yl{7 v (where
17, - Vro/p), and & ix the boundarv-layver thickness,




CHARACTERISTICS OF TURBULENCE 1IN
1. The turbulent boundary layer can be considered to be
divided into three regions: A viscous region extending
bevond the laminar sublayer to a value of y*=30, an inter-
mediate region from y* =130 to approximately y/6=0.2 where
the influence of the wall still exists, and an outer region
characterized by the phenonenon of intermitteney.

2. The turbulent boundary layer has a sharp outline
constantly changing in an irregular manner.  The turbulent
regions travel with a velocity lower than that of the free
stream. A rough estimate of the average wave length of this
irregular boundary would be approximately 23,

3. The position of the edge of the layer with respeet to
the surface is npproximated closely by a Gaussian distribution
centered at 0.788 with a standard deviation equal to 0.146.

4. The probability density of the w-fluctuation is very
close to Gaussian in the region y §<70.4,

5. The importance of the region near the wall has been
demonstrated ; in fact, approximately 85 pereent of the total
dissipation (viscous and turbulent) takes place within y*<Z30
The production of turbulent energy and the turbulent-energy
dissipation reach a sharp maximum within this region, and
there is an inward flow of energy toward the wall because of
the action of pressure forees,

. The coneept of local isotropy is inadequate for obtaining
the turbulent-energy dissipation, especially in the region near
the wall,

7. In the outer region of the boundary laver wherve the
mean veloeity gradient is small the existing theories for the
energy spectrum in isotropie turbulence can be applied.
As the wall i= approached the nonisotropy becomes significant
with a resultant change in the spectrum.  Very close to the
wall. the turbulent energy produced is direetly dissipate:] with
no significant transfer of energy through the spectrum,

N. As close to the wall as y 8- 0.05 it has been shown that
the space-time teansformation is valid for the smaller eddies
responsible for the turbulent dissipation but becomes invalid
for the larger eddies,

NATIoNAL BUREAU OF STANDARDS,
WasHixaros, D, C, May 8, 1953,
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